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APPLY POWER TO 
SUBSCRIBER UNIT; 

ESTABLISH 
COMMUNICATION 



ACQUIRE CURRENT 
POSITION VIA GPS 



PROMPT USER VIA AUDIO 
TO INPUT DESTINATION 



| READ USER'S SPEECH INPUT | 




PLAY AUDIO MESSAGE 
"NOT UNDERSTOOD" 



SEND CURRENT 
POSITION TO SERVICE 
PROVIDER AND 
RECEIVE ROUTING 
INFORMATION 



SEND DESTINATION AND 
CURRENT POSITION TO 
SERVICE PROVIDER 




PLAY AUDIO MESSAGE 
"DESTINATION 
INVALID" 



RECEIVE INITIAL MAP 
AND ROUTING DATA 
FROM SERVICE 
PROVIDER 
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FIG. 5 
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STORE RECEIVED INFO. IN 
NONVOLATILE LOCAL 
STORAGE 



PLAY MESSAGE "READY TO 
BEGIN NAVIGATION" 




PLAY AUDIO MESSAGE 
"NAVIGATION 
COMPLETE" 



PROMPT USER VIA AUDIO 
WHEN ACTIONS MUST BE 
TAKEN 




ALERT SUBSCRIBER 

VIA AUDIO THAT 
SUBSCRIBER IS OFF 
COURSE 



SEND CURRENT 
POSITION AND 
REQUEST FOR DATA 
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